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Model
Camera

Image Sensor

Resolution

Effective Pixels

Compression
Shutter

Noise Reduction
Audio compression
Lens

Focus Length

Lens Type

Pixels

Night Vision
Infrared LED

Infrared night vision
Distance

Network

Ethernet

POE

ONVIF

General

Housing

Dimension

Technical Specifications
Color

Operating Temperature

OTRON’

IR POE Bullet Camera

[ 4
) Fixed-focal (3.6mm)
L 3
H.265/H.264
3840*2160 Mainstream resolution
- IP67 Waterproof
OTRAFG800WHB

4.0M 1/2.7"SC8239 Black light illumination CMOS sensor, color 0.0001Lux@F1.2, black/white
0.0001Lux@F1.2

8MP

Main stream: 5MP 2880*1616@25fps ; 4MP 2560*1440@25fps ; 2MP 1920*1080@25fps; sub-
stream: 800*448@25fps

Compatible with H.265/H.264
1/50(1/60)s to 1/10000s
Support 2D/3D

G.711, support bidirectional talk, audio & video synchronization(Optional)

3.6mm
Fixed
8MP

Black / white night vision
25M

RJ-45 (10/100Base-T)
Yes, Support IEEE 802.3af, POE power 13W
Support ONVIF 2.4(Profile S/T/G)

Metal, IP67

6.5cm x 19cm

White
-20°C ~ +60°C
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Humidity < 95% RH
Protection IP67
Dimensions
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o .lJ Waterproof Metal shell

19cm

www.otron.com.hk



